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CVAV

CHARACTERISTICS:
Circular variable air volume
control dampers CVAVenable
the regulation of supply
or exhaustair volume in
ventilation systems. They
consist of an adaptedair-tigth
damper a measuring device
and an electric actuator. The
actuator turns a damper
blade which has a rubber seal
on it. Depending on project
requirements CVAVcan be
controlled over temperature
sensors, air quality sensors
or pressure sensors placed
in a room or ventilation
ducts. Data on differential
measuring by a measuring
deviceare transmitted to the
motor actuator where they are
compared with the reference
signal. Depending on a signal
difference, the actuator
closes or opens therefore
keeping optimal air amount
in the room. On request, the
regulators can be performed
with external insulation model
CVAVZ.

Let op: bovenstaande prĳzen zĳn in € bruto, excl. 21% BTW; vraag Pairdirect voor een netto aanbieding!

CASING
CVAV

CASINGWITH INSULATION 50 mm
CVAVZ

Ø Dn mm L mm Ø Dz mm Lz mm Vmin m3/h Vmax m3/h A A

100 400 198 330 57 283 122,01 251,99

125 400 223 330 88 442 129,98 262,60

160 400 258 330 145 723 140,59 273,21

200 400 298 330 226 1.130 148,54 283,82

250 500 348 430 353 1.766 156,50 302,38

315 600 413 530 561 2.804 173,74 315,65

400 600 498 530 904 4.522 190,98 336,86

500 750 598 680 1.413 7.065 225,46 379,30

630 850 728 780 2.243 11.216 249,34 408,49

DESCRIPTION A

Belimo LMV-D3-MP (5 Nm) 392,58

Belimo NMV-D3-MP (10Nm) 476,73

Gruner 227V-024-5 (5 Nm) 348,18

Gruner 227V-024-10 (10Nm) 420,48

Gruner 227VM-024-5 (5 Nm) 350,14

Gruner 227VM-024-10 (10Nm) 424,40

MOTOR DRIVES

5 Nm 10 Nm

PRICES

Let op: bovenstaande prĳzen zĳn in € bruto, excl. 21% BTW; vraag Pairdirect voor een netto aanbieding!
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INSTALLATION:in order to avold mistakes in air flow measuring one should follow these rules when installing.

DRAWINGS


